
Mechanicals Schematics
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ST-88624

(Ω MAX)
100 KHz 1 MHz 10 MHz  30 MHz  50 MHz   100 MHz    300 MHz   500 MHz   1 GHz

Primary Inductance
OCL

Part
Number

No. of
Lines (µH MIN)

Common Mode Attenuation
(dB TYP) DCR

ST-88008             16                       47                         7            27           40           44           42           36            26           —           —              0.40

ST-88624              2                        47                        11           27           40           44           42           36            26           17           —             0.40
ST-85855              2                        4700                    41           43           49           39           34           26            20           20           12             1.00
ST-S2013             2                        6300                    46           47           43           32           25           29            21           14           16             1.00
ST-S4003              2                        4700                    42           41           48           38           33           21            22           23           17             1.00
ST-S2005              2                        9000                    47           47           41           30           22           33            21           15           15             1.00
ST-85944              2                        24                         1            14           28           32           33           28            13            5            —              0.30
ST-85857              2                        22.5                      7            20           30           37           38           34            24           13           —              0.22
ST-85554              4                        24                        —           21           32           38           39           34            24           13           —              0.40
ST-88003              4                        33                         9            13           32           32           30           27            16           17           13              0.20
ST-85738              4                        37                         8            21           28           28           28           27            25           22           —              0.30
ST-85854              4                        47                         3            19           32           36           35           29            12            6            —              0.40
ST-87540              4                        100                     14            33           44           48           49           44            34           29           20              0.60
ST-85853              4                        4700                   40            51           38           30           25           20            14           13           —              0.40
ST-88602              6                        21                         6            19           28           34           35           36            34           29            1               0.35
ST-89011              8                        36                         8            24           36           39           35           29            18           11           —              0.35

COMMON MODE CHOKES FOR LAN AND TELECOM APPLICATIONS

Electrical Specifications @ 25°C

Reduces radiated EMI emissions

Filters common mode noise for EMI reduction

Common mode attenuation from 100 kHz to 1 GHz

FEATURES

���������

�

�

�

�
�*&����$"&!*)*"'

���
����

����������		�
	���

.�/���

�		�
	��	

���	�
������

��		
����

��0�	���1�		��
- �			
� � � � � � �����1	�	��
-	�		
�������������

�����1�			�
- �	�	
�����1	�		�
-	���

�����2�		�
�����2	�	�

� ��		��1�			�
- �	�	
�	����1	�		�
-	���

� �

� �

ST-85855

1   3

6   4

ST-85855

���%') 3"4
�		�
	��	

����
����

����
����

��		
����

� �

� �

��

��		
����

������������������

������
��	�

��		
����

��		
����

���	
����

�	�	
����

�	�	
����

Dimensions: Inches
mm

Unless otherwise specified,
all tolerances are ± .010

0,25
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ST-S4003

��ST-S4003
Sumlink

(DATE CODE)

Dimensions: Inches
mm

Unless otherwise specified,
all tolerances are ± .010

0,25

ST-88624

ST-88624

Sumlink

(DATE CODE)

Sumlink
ST-85855

(DATE CODE)

Sumlink Technologies Co., Ltd     TEL:86-755-83274922,   83645328    FAX:86-755-83274735    www.Sumlink.com.cn
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10 6

1 5

MAX

.100
2,54 .030

0,76

.600
15,24

.072
1,83

.720
18,30

MAX .530
13,46

.040 / .050
1,01 / 1,27

.010 / .020
0,25 / 0,51

.200
5,08

.004/0,100
8 Surfaces

.760
19,30

.520
13,20

.120 TYP
3,05

.050 TYP
1,27

.200
5,08

SUGGESTED PAD LAYOUT

.100
 2,54

.390
9,91 MAX

.550
13,97
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ST-85738, ST-88602, ST-89011
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Dimensions: Inches
mm

Unless otherwise specified,
all tolerances are ± .010

0,25
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ST-89011
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ST-S2013
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Dimensions: Inches
mm

Unless otherwise specified,
all tolerances are ± .010
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ST-85853

ST-85853

ST-85854
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.340
8,64

MAX

.285
7,24

.100
2,54

.360
9,14

MAX

SUGGESTED PAD LAYOUT

.300
7,62

.100
2,54 .270

6,86

.070
1,78

.050
1,27

.098
2,50

MAX

.004/0,100

8 Surfaces

2 7

4 5

3 6

1 8

Dimensions: Inches
mm

Unless otherwise specified,
all tolerances are ± .010

0,25

ST-85854
ST-85854

Mechanicals Schematics

ST-XXXXX
Sumlink

(DATE CODE)

ST-85853
Sumlink

(DATE CODE)

Sumlink
ST-S2013

(DATE CODE)

ST-S2013
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(DATE CODE)

COMMON MODE CHOKES FOR LAN AND TELECOM APPLICATIONS
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ST-87540ST-85857, ST-87540

ST-XXXXX
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Sumlink Technologies Co., Ltd     TEL:86-755-83274922,   83645328    FAX:86-755-83274735    www.Sumlink.com.cn
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Dimensions: Inches
mm

Unless otherwise specified,
all tolerances are ± .010

0,25
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Mechanicals Schematics
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COMMON MODE CHOKES FOR LAN AND TELECOM APPLICATIONS

 .595  MAX
15,11

.480  MAX
12,2

.300 MAX
7,62

8 7 6 5

1 2 3 4 .300
7,62 .130

3,30

.100
2,54

CL

CL .300
7,62

BOTTOM VIEW 3
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ST-85554

Dimensions: Inches
mm

Unless otherwise specified,
all tolerances are ± .010

0,25

ST-S2005
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Dimensions: Inches
mm

Unless otherwise specified,
all tolerances are ± .005

0,13
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 .500
12,70 MAX .400

10,2

.350
8,89 MAX

.250
6,35 MAX

.200
5,08

.130
3,30

1 2

5 6

Dimensions: Inches
mm

Unless otherwise specified,
all tolerances are ± .010

0,25
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