
Baud Rate Coax Cable STP Cable
(MHz) (75 Ω) (150 Ω)

133 ST-85506 ST-85510

266 ST-85507 ST-85506

531 ST-85508 —

FIBRE CHANNEL DUAL TRANSFORMERS

For Use with 75 Ω Coaxial or 150 Ω STP Cable

Mechanical Schematic

Dimensions: Inches
mm

Unless otherwise specified, all tolerances are ± .010 
0,25

Designed for fast rise time and low baseline wander

IC grade transfer-molded package withstands 235°C peak temperature profile

Electrical Specifications @ 25°C — Operating Temperature 0°C to 70°C

Selection TableCOPLANARITY
± .002
   1,02

ST-XXXXX
(DATE   CODE)

.350
8,89

.220 MAX
5,59

0°– 8°

.040
1,02

.280
7,12

7X .050
1,27

.450 MAX
11,43

.360 
9,14

.350
8,89

.073
1,85

SUGGESTED PAD LAYOUT

.075
1,91

.025
0,64

.050
1,27

.420
10,67

.270
6,86

.015
0,3816X .018

   0,46

Primary
Rise TimePart Turns Ratio Inductance
@ 20-80%

Cww LL sec DCR Hipot
Number (±5%) OCL

(ns MAX)
(pF MAX) (µH MAX) (Ω MAX) (Vrms MIN)

(µH MIN)

ST-85506 1:1 30.0 1.6 5.0 .10 .20 2000
ST-85507 1:1 15.0 0.8 5.0 .10 .20 2000
ST-85508 1:1 7.5 0.5 5.0 .10 .20 2000
ST-85510 1:1 60.0 2.0 5.5 .10 .20 2000
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