
10/100BASE-T SINGLE PORT THOUGH HOLE TRANSFORMER

Electrical Specifications @ 25°C — Operating Temperature 0°C to 70°C

Compliant with IEEE 802.3u and ANSI X3.263

standards including 350 µH OCL with 8 mA bias
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ST-L1011    1CT:1CT    1CT:1CT          -1.15             -16         -14        -13.5     -13        -12            -35                           -30                   1500

ST-L1013    1CT:1CT    1CT:1CT          -1.1               -16         -14        -13.5     -13        -12            -35                           -30                   1500

ST-L1014    1CT:1CT         1:1              -1.1               -16         -14        -13.5     -13        -12            -35                           -30                   1500

ST-L1015    1CT:1CT    1CT:1CT          -1.15             -16         -14        -13.5     -13        -12            -35                           -30                   1500

ST-L1016    1CT:1CT    1CT:1CT          -1.15             -16         -14        -13.5     -13        -12            -35                           -30                   1500
ST-L1017       1CT:1      1CT:1CT          -1.15             -16         -14        -13.5     -13        -12            -35                           -30                   1500

ST-L1018    1CT:1CT    1CT:1CT          -1.15             -16         -14        -13.5     -13        -12            -35                           -30                   1500

Dimensions: Inches
mm

Unless otherwise specified, all tolerances are ±
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NOTE:ST-L1011, ST-L1013 Symmetrical TX and RX channels for Auto MDI/MDIX capability  

Sumlink Technologies Co., Ltd     TEL:86-755-83274922,   83645328    FAX:86-755-83274735    www.Sumlink.com.cn
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Schematics
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